Ritningar varmevaxlare Maxi-Flo, Hi-Flow

Maxi-Flo titanium 75/200kW Maxi-Flo 40-120kW
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Mattabell Mattabell
Varmeyta Art nr. Typ kW A B c D E F kg
Art nr. Typ kW m? kg 11365 MF135 40 139 129 1" 355 92 1% 34
1377 MFT260 75 0.77 9.8 11366 MF200 60 139 129 1" 485 92 1% 45

11380 MFT680 200 2.11 238 11367 MF260 75 139 129 1" 600 85 2 56
11368 MF400 120 139 129 1% 1070 85 2 93

Hi-Flow titanium 28-75kW
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Mattabell
Artnr. Typ KW A B c D E F G kg
11332 T28 28 139 113 1% 470 95 1” 51 1.9
11333 T40 40 139 127 1% 510 108 1” 51 3.2
11334 T75 75 139 127 1% 754 108 1” 51 3.4
Hi-Flow 13-75kW
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Mattabell
Art nr. Typ kw A B Cc D E F kg
11391 HF13 13 139 129 1% 235 72 4 1.9
11392 HF28 28 139 129 1% 407 75 %" 3.2
11393 HF40 40 139 129 1% 455 85 1” 3.4

11394 HF75 75 139 129 2’ 702 85 17 5.3





